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Technical requirement R 545 REV. DESCRIPTION DESIGN APPROVAL DATE
1. Electrical Characteristics Test =~ ERERGE A NEW Hongmei XL DENG 2018.01.05
1.1 Products 100% for electrical test.fi%:100% HE MM,
1.2 Insulation resistance: No less than 100M Q2 of 500V DC/0.4S.
a2 B AR TEET100MQ 500V DC/0AS.
1.3 Dielectric strength [fif HE
1.3.1 Between two conductors 15002V AC for1.0s Trip-
current 1.0mA max.
SRS S 15002V AC /1D, LA 1. OmAmax). J1 \72000£50
1.3.2 Between conductor and body MOMV AC for 1.0s -
Trip current 1.0mA max. D0 Marking : (UL) E325848 SVT VW-1 60°C 300V 3x0.824mm? (18AWG) ......CSA ]=2
SRS A F250020V AC /17 5 4557 1 OmA(max) 21.41(Max) 246445 SVT FT1 60'C 300V 3x0.824mm* (I8AWG) ASAP
2. Mechanical Characteristics Test #1158 MEAE 635 v* . /
2.1. Withdrawal force & 77 A =— i
2.1.1 For checking each PIN independently from the standard- \’i| Q b
gauge below 1.5N(Min) Keep for 3S or more. (@) +5 |- A =] 112 I
bt B e R S L SAPINGREE ST 8 N LSNARER O L L. I —1 50%5 N pwono:
2.1.2 For checking Integral withdrawal force SON(Max) from maximum V* 17.0£0.3 DWG NO.: @ A12-0120-AC2-5 =2
standard gauge. 17/ B ML (B AMED R B B R HH T SON R A). ® A12-0127-AC2-1 « . “
3. Finished product conditions ¥/ 7oR7S Filler 7*18.0Min &
3.1 The attachment plug front show the test mark of "T". Conductor W
R F WA MRS T R— Insulation(OD:2.0£0.03mm)
3.2 The dimension with "\/" must be control and inspected importantly. (G
N RS R E B AR SG. — Tacket(OD:6.140.15mm)

3.2 The dimension with " * " is required by safty standard .

s R R UHRT.

4. Standards TR

4.1 The cord shall comply with UL62.26#4 FT&UL62

4.2 The molded plug shall comply with UL817 -k F& UL 817.

4.3 The molded connector shall comply with UL817,IEC60320-1.
TR T A UL817,IEC60320-1

5. Environmental requirement F frEERK

5.1 Material and product comply with Doc No."QW-Q-043" { material-
and product- of restricted substance control specification.

Wkl R b R B QW-Q-043 (AR SR IR PP E BT
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Details J1 see the DWG NO.A12-0127-AC2-1
(1R EEE RDWG NO.A12-0127-AC2-1)

40t —]

Orange CSA label
1.Material:PP
2.thickness:0.10+£0.02mm
3.Color:Black on Orange background

=\ 200230

SN

Details J2 see the DWG NO.A12-0120-AC2-5
(J23R % 2F H.DWG NO.A12-0120-AC2-5)

X.t X.°t UNITS |TDI P/N:MC-1420
o LUXSHARE-ICT
@ LABEL Orange‘CSA label,PP,Black on Orange background. pCs 1 XX+ XX+ PART NO: TITLE: UL 3P to C13 LOM Black with
@ SLEEVE Protecting sleeve for plug. pes 1 - MATL
@ TIE Black PE tie, complying with RoHS. pcs 1 XXX+ XXX LINACO09-QT-R orange CSA label
@ PVC PELLET 55P black PVC pellets meeting RoHS and UL94 V-0. g Z:ESTE'E’;‘;"(‘)’:“E‘;ST?Z? i’;i‘;'ifg:'h‘ogs APPD: XL Deng DWG NO:
% HOLDER Holder of ?B,PBT mat}i:rial,}lwhite,copger. T e pes % LOGY(JIANGXI)CO., LIMITED AND SHALI: FIN ISH C G O RDN17010103-007
INSERT UL two poles insert with earthing,PBT 94V-0,black,copper,nickel-plated. pes NOT BE REPRODUCED,COPIED OR CUED HKD: Guangren Ouyang
(D__|POWER CORD | SVT I8AWG/C 60C black mm | NA | WRITTEN GONSENT OF ASAPTEGHNO | Ty : (&) 1 | SCALE | SHEET |REV.
ITEM| _NAME DESCRIPION UNIT | QTY | LOGYUIANGX)CO. LIMITED. DR:  Hongmei Hu N — [ NoNE | 11 A
8 | 7 6 | 5 | 4 | 3 | 2 | 1
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