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Technical requirement 7 R S%] : REV. DESCRIPTION DESIGN APPROVAL DATE
1. Electrical Characteristics Tested S PEAEFGS: X NEW Hongmei XL Deng 2018.05.28
1.1 Products 100% for electrical test. i 5 100% HL M, -
1.2 Insulation resistance: Less than 100M Q of 500V DC .
SGEEHUAT BET100MQ 500V DC -
1.3 Dielectric strength ifiit H#E
1.3.1 Between two conductors 2500‘0200\7 AC forl.0s Trip-
current 1.0mA max. \/2000£50
SESEME [/ 250070V AC /17D, R HL7 1.OmA (max).
1.3.2 Between conductor and body 25007V AC for 1.0s - (DMarking: ORDINARY DUTY 4V-75/V-75 250/440V SAA091180EA <IVDE> 4SABSK-A®
Trip current 10mA max. | CABO IEC 60227-5 HO5VV-F 300/500V 3G0.75mm? ASAP TECHNOLOGY (JiangXi) 12
N oy N CCC A062059 60227 IEC 53(RVV) 300/500V 3x0.75mm? o
= 1200 S 37 .
SRS IR 2500, Y AC/ IZ/;’E FAt].OmA(max) I ASAP TECHNOLOGY (JIANGXI) CO.,LIMITED
2. Mechanical Characteristics Test LA MEAERTS
2.1. Withdrawal force 477 .~
2.1.1 For checking each PIN independently from the standard- — ‘ A 6 g)
gauge below 1.5N(Min) Keep for 3S or more. —

A BRI R EHEFLAPIN OrFF I B N LSNORFR3FPLL L
2.1.2 For checking Integral withdrawal force SON(Max) from maximum
standard gauge. FrofE S MR A E I EEAIH T SONGRK) -
3. Finished product conditions Aok ZAs
3.1 The attachment plug front show the test mark of "T".
Fak E I ZEA MRS T
3.2 The dimension with " /" must be control and inspected importantly.
N RS R E BT AIRGSG -
3.3 material and product comply with Doc No."QW-Q-043" { material-
and product- of restricted substance control specification.
WL R AR A JURF A QW-Q-043 (MRS et SR FI B RS )
4. The standards for the products:.J™ bR AL
4.1 The cord shall comply with IEC60227 4547 1 FF-& 1EC60227.
4.2 The molded plug shall comply with DIN49441f1CEE7.
FREBEFT & DIN49441 FICEET
4.3 The molded connector shall comply with IEC60320.
RS TS TEC60320.
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Details J1 see the DWG NO.A12-0009-AC2-6
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Section:A-A
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Condutor:0.75mm>

Insulation:PVC Blue,Brown,
Yellow/Green ©2.3+0.08 mm

Jacket: PVC black
$6.620.15mm
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Marking details J2 see the DWG NO.A12-0120-AC2-3

(28I EFE RDWG NO.A12-0120-AC2-3)

Wiring methodfZ4# 7,
J1 cord 12
E — Yellow/Green#/4% — E
L —— Brown £ L
N~ Blue &t N
X.t X.°t UNITS | TDI P/N:MC-3220
xs xe | mm Luxshare-ICT
XX+ XXt PART NO: TITLE:
5 MATL o .
6 TIE Black PE tie meeting RoS. pCs I XXX+ XXXt / VDE 90" Plug To C13 L2.0m black
(4) PVC PELLET  |55P black PVC pellets meeting RoHS, UL94 V-0. g THESE DRAWINGS AND SPECIFICATIONS APPD: XL Dene DWG NO:
% HOLDER Holder for C13 connector,Brass+PBT9230, white,RoHS2.0 pcs 1 ﬁﬁﬁ ;ﬂifb 3§$§LYR22§3*332§3?T FINISH = RDN18050483-005
INSERT VDE two poles insert with earthing,nickel-plated pCs 1 COPIED OR CUED IN ANY MANNER CHKD: Guangren Ouyang
(D | POWERCORD |HOSVV-F 3G0.75mm? Black. mm OF Linapmicy o RITTEN CONSENT Ty : = A 1 | SCALE | SHEET |REV.
ITEM| NAME DESCRIPION UNIT | QTY DR:  Hongmei Hu N NoNE [ 11 | X
8 | 7 | 5 | 4 3 | 2 | 1
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