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Technical requirement F; RSEL :
1. Electrical Characteristics TestE S RE 5
1.1 Products 100% for electrical test.fs%,100% HE MM, -
1.2 Insulation resistance: No less than 100M Q of 500V DC/0.4S .
HZHPT AT EEE F100M Q 500V DC/0AS.
1.3 Dielectric strength i HELE
1.3.1 Between two conductors 250037V AC for1.0s Trip-
current 1.0mA max.
SRS SR 8] 25007%V AC /17D, AT 1.0mA(max).
1.3.2 Between conductor and body 25007°V AC for 1.0s -
Trip current 1.0mA max.
SRS 7] 250070V AC /IFD JRHF 1.0mA(max).
2. Mechanical Characteristics Test HL P ERERS6:
2.1. Withdrawal force $54 77
2.1.1 For checking each PIN independently from the standard-
gauge below 1.5N(Min) Keep for 3S or more.
T S I I R LA PIN CRIF T /N LSNERFR3FV D |
2.1.2 For checking Integral withdrawal force SON(Max) from maximum
standard gauge. Fr/fE S MLGR A E) RS T EE (AR H T SONGRR).
3. Finished product conditions iRz
3.1 The attachment plug front show the test mark of "T".
S A MR ARE T
3.2 The dimension with " 7" must be control and inspected importantly.
N\ RS R ER AUE A S
3.3 The dimension with " * " is for safety gauge.
e RST R RT
3.4 material and product comply with Doc No."QW-Q-043" { material-
and product- of restricted substance control specification.

Pk R b URF A QW-Q-043 (AR S p i FRFPIBTE ERRLE)

4. Standards F74E
4.1 The cord shall comply with VDE 0281-5 HD21.5.IEC60227
LA FTEVDE 0281-5 HD21.5 IRC60227
4.2 The molded plug shall comply with EN500075.
TEPEATA ENS00075.
4.3 The molded connector shall comply with EN60320 VDE 0625.
RS FTATENG0320 VDE 0625.
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(D) Marking: LIGHT DUTY FLAT 4V-75/V-75 250250V SAA091180EA <] VDE[> <SABSE A (&
CABO IEC 60227-5 HO3VVH2-F 300/300V 2X0.75mm* ASAP TECHNOLOGY (JiangXi)
CCC A062059 60227 IEC 52(RVV) 300/300V 2x0.75mm?
ASAP TECHNOLOGY (JIANGXI) CO.,LIMITED
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A12-0008-AC2-1

Section:A-A

DWGNO. :

Conductor 0.75mm?

Insulation(Blue,Brown)
0D:2.240.08 mm
Jacket
0OD:3.45%5.610.15mm

Marking details J1 see the DWG NO.A12-0008-AC2-1
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Marking details J2 see the DWG NO.A12-0102-AC2-4
(2R TEILDWG NO.A12-0102-AC2-4)
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TDI P/N:MC-4080

Luxshare-ICT

TIE Black PE tie and meeting RoHS.

pes 1

XX+ XX+

HOUSING

Housing for C7 connector, PBT+30%GF UL94V-0 black.

pCs

XXX+ XXX

PART NO:

MATL /

TITLE:

EU 2P TO C7 L2.0M BLACK

TERMINAL O type terminal 0.4%26.4*13.0,Phosphor bronze.

pcs 2

PVC PELLET 55P Black PVC pellets meeting RoHS

kg

INSERT Insert for VDE plug ,nickel-plated, black.

pes 1

CEELEEE

POWER CORD

HO3VVH2-F 2x0.75mm? @ 3.45x5.6£0.15mm Black.
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