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DATA SHEET 
HO3VV-F 

PVC INSULATED PVC SHEATHED, FLEXIBLE INSTALLATION CABLES 

TYPE :      HO3VV-F
STANDARDS :       HD 21.5, BS 6500  
CONSTRUCTION :  Copper Conductor  EN 60228 Class 5 

PVC Insulation 
PVC Sheath 

TECHNICAL DATA :  Max. Operating Temperature : + 70 ˚C
Rated Voltage : 300/300 V 

CORE IDENTIFICATION :  2 Cores: Blue, Brown 
3 Cores : Green/Yellow, Blue, Brown 
4 Cores : Green/Yellow, Brown, Black, Grey 

COLORS OF SHEATHED  :  Black or White 
MARKING THE SHEATH :  BASEC CMK BS 6500  H03VV-F 218.Y  Cross Section SQMM 300/300 V CE 

SIZE 
(mm²) 

INSULATION 
THICKNESS 

 (mm) 

SHEATHED 
THICKNESS 

(mm) 

MEAN OVERALL
DIAMETER 

(mm) 

CONDUCTOR 
RESISTANCE 

(Ohm/km) 

APPROXIMATE
WEIGHT 
 (kg/km) 

HO3VV-F 300/300 V 

2 x 0,50 0,50 0,60 5,30 39 40 

2 x 0,75 0,50 0,60 5,60 26 47 

3 x 0,50 0,50 0,60 5,60 39 48 

3 x 0,75 0,50 0,60 6,10 26 59 

4 x 0,50 0,50 0,60 6,20 39 57 

4 x 0,75 0,50 0,60 6,60 26 69 



TDI Tremiver Ltd
West Farm, Popham, Winchester, SO21 3BH

Tel: 	 01256 397770
Fax:	 01256 398880

Email:	 info@tdigroup.co.uk
Web:	 www.tdigroup.co.uk

Page  2 / 2

DATA SHEET 
HO5VV-F 

PVC INSULATED PVC SHEATHED, FLEXIBLE INSTALLATION CABLES.

TYPE :      HO5VV-F 
STANDARDS :       HD 21.5, BS 6500  
CONSTRUCTION :  Copper Conductor  EN 60228 Class 5 

PVC Insulation 
PVC Sheath 

TECHNICAL DATA :  Max. Operating Temperature : + 70 ˚C
Rated Voltage : 300/500 V 

CORE IDENTIFICATION :  2 Cores: Blue, Brown. 
3 Cores : Green/Yellow, Blue, Brown. 
4 Cores : Green/Yellow, Brown, Black, Grey. 
5 Cores : Green/Yellow, Blue , Brown, Black, Green. 

COLORS OF SHEATHED  :   Black or White 
MARKING THE SHEATH :   BASEC CMK BS 6500  H05VV-F  318.Y   Cross Section SQMM 300/500 V CE 

SIZE 
(mm²) 

INSULATION 
THICKNESS 

 (mm) 

SHEATHED 
THICKNESS 

(mm) 

MEAN OVERALL
DIAMETER 

(mm) 

CONDUCTOR 
RESISTANCE 

(Ohm/km) 

APPROXIMATE
WEIGHT 
 (kg/km) 

HO5VV-F 300/500 V 
2 x 0,75 0,60 0,80 6,40 26 59 

2 x 1 0,60 0,80 6,70 19,5 68 
2 x 1,5 0,70 0,80 7,50 13,3 85 
2 x 2,5 0,80 1,00 9,30 7,98 132 

3 x 0,75 0,60 0,80 6,70 26 68 
3 x 1 0,60 0,80 7,10 19,5 78 

3 x 1,5 0,70 0,90 8,20 13,3 106 
3 x 2,5 0,80 1,10 10,10 7,98 162 

4 x 0,75 0,60 0,80 7,30 26 81 
4 x 1 0,60 0,90 8,10 19,5 101 

4 x 1,5 0,70 1,00 9,00 13,3 132 
4 x 2,5 0,80 1,10 10,70 7,98 202 

5 x 0,75 0,60 0,90 8,30 26 102 
5 x 1 0,60 0,90 8,70 19,5 118 

5 x 1,5 0,70 1,10 10,20 13,3 166 
5 x 2,5 0,80 1,20 12,00 7,98 255 


