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Technical requirement £; RS54
1. Electrical Characteristics TestF S MEAER I
1.1 Products 100% for electrical test.s%5:100% F MM
1.2 Insulation resistance: No less than 100M Q of 500V DC/0.4s.
YL PHPT AT EE T 100M Q 500V DC/0.4s.
1.3 Dielectric strength Jiif BT
1.3.1 Between two conductors 15007V AC forl.0s Trip-
current 1.0mA max.
SESSAEZA15007°V AC /1FD, I HI 1.0mA (max).
1.3.2 Between conductor and body 25007V AC for 1.0s -
Trip current 1.0mA max.
SRS AR 2 71250077V AC /1D, A7 1 OmA(max).
2. Mechanical Characteristics Test HUFRMEAER TG
2.1. Withdrawal force #H1J
2.1.1 For checking each PIN independently from the standard-
gauge below 2.0N(Min) Keep for 3S or more.

AR B LR SR TL SR PINGREF ) A7 5N 2. ONBREF SRV LLE.

2.1.2 For checking Integral withdrawal force 60N(Max) from maximum
standard gauge SR/ B A BB BEALL )T 6ONGRAR).
3. Finished product conditions ¥k
3.1 The attachment plug front show the test mark of "T".
fifi Sk 2F R A AR ST
3.2 The dimension with "7 " must be control and inspected importantly.
R R E BRI
3.3The dimension with " * " is for safety gauge.
i RST R RST
4. Standards FRfE
4.1 The cord shall comply with UL62. 24177 &UL62
4.2 The molded plug shall comply with UL817 f#=k#F& UL 817.
4.3 The connector shall comply with UL817,7% 3 281754 ULS17.
5. Environmental requirementFf frE 2K
5.1 Material and product comply with Doc No."QW-Q-043" { material-
and product- of restricted substance control specification.

YRt S st T & QW-Q-043 (PP R FRYIBTE AT )
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Marking: (UL) E325848 SIT VW-1 105°C 300V 3x2.08mm*(14AWG)
246445 SIT FT1 105°C 300V 3x2.08mm*(14AWG) ASAP
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DWG NO.:
A12-0127-AC2-4

black
fo2yec)

DWI

A12-0078-AC2-2

Condutor:14AWG

Insulation:PVC Black White Green

Jacket: PVC black

. ©9.210.15mm
Section:A-A
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Wiring method {343 /7=, :
J1 cord 12 R White Black
E - GREEN —— E Details J1 see the DWG NO.A12-0127-AC2-4 HeE me
L — BLACK—— L (A RDWG NO.A12-0127-AC2-4) )
N —— WHITE N Details J2 see the DWG NO. A12-0078-AC2-2
(J23 kS 3 H DWG NO.A12-0078-AC2-2)
X.t X.°t UNITS | TDI P/N:MC-1475 L h ICT
@ SLEEVE Protecting cover for plug pins, White pcs 1 X+ X+ mm ux S are-
@ TIE Black PE tie, complying with RoHS. pes 1 XX+ XX°+ PART NO- TITLE:
@ PVC PELLET 55P black PVC pellets meeting RoHS and UL94 V-0. kg NA @ BF—= - - MATL . .
@ TERMINAL 2X5U type contact terminal with wing for C19 connector, pes 3 XXX+ XXXt LINACOI8-SD-R NEMA 5-15P to C19 L2.5m Black
(D |HOUSING Down cover of C19, PBT material, black pes 1 THESE DRAWINGS AND SPECIFICATIONS APPD: XL Deng DWG NO:
(®_[HOUSING Upper cover of C19., PBT material, black bes 1| Ao onaie nor se reprosueen, | FINISH RDN18040500-002
INSERT UL two poles insert with earthing,PBT 94V-0,black,copper,nickel-plated. pcs 1 COPIED OR CUED IN ANY MANNER CHKD: Guangren Ouyan
% POWYER CORD gJT 14AWYG/3C IOSGC Black mm NA gV}I:TFOUr"I' THE-I:RIOR WRITTEN CONSENT g y g d\\ |/| SCALE SHEET REV
o uxshare-| TY . i
ITEM| NAME DESCRIPION UNIT | QTY QTY |DR:  Hongmei Hu N — [ NnoNE | 11 [ A
8 | 7 6 | 5 | 4 | 3 | 2 | 1
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