
DS-KD-BK
Video Intercom Blank Module

 Blank module of modular door station
 Designed for the fill blank grid during installation
 IP65 protection level
 Easy to use and extend



 Specification
General

Dimension (W × H × D) 98.5 mm × 100 mm × 33.7 mm (3.87" × 3.95" × 1.33")

 Dimension

 Accessory
 Optional

DS-KD-ACW2

2nd Video Intercom

Brackets

DS-KD-ACW3

2nd Video Intercom

Brackets

DS-KD-ACF2

2nd Video Intercom

Brackets

DS-KD-ACF3

2nd Video Intercom

Brackets

DS-KABD8003-RS2

Rain Shield of

Module Door

Station

 Available Model
DS-KD-BK



DS-KABD8003-RS3

Rain Shield of

Module Door

Station

DS-KH6320#EU&U

K

KH6 Series IP-Based

Indoor Station

DS-KD-ACF2/S

2nd Video Intercom

Brackets

DS-KD-ACF3/S

2nd Video Intercom

Brackets

DS-KD-ACW2/S

2nd Video Intercom

Brackets

DS-KD-ACW3/S

2nd Video Intercom

Brackets

DS-KD8003-IME1(B

)

DS-KD8003-IME1(B

)/S

DS-KD8003-IME1(B

)/NS

DS-KD8003-IME1(B

)/Surface

DS-KD8003Y-IME2/

S

DS-KD8003Y-IME2/

NS
DS-KH6320-CTE1 DS-KD8003Y-IME2 DS-KD-PMR

DS-KD-ACF2#EU DS-KD-ACF3#EU DS-KD-ACW2#EU DS-KD-ACW3#EU




