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Video Intercom
IP Series 
A Simple Touch - Step Up to a New Level of Convenience

This advanced video intercom system from Hikvision makes communication more 
personal, more pleasant, and more intuitive than ever before.

Excellent Image Quality

•  WDR, Wide FOV, High resolution, night vision

Intelligent Authentication

•  Various verification methods:  Face / fingerprint /card / pin code

Mobile Control

•  Easy to integrate all kinds of Hikvision systems in one app

•  Safe, stable and efficient with proprietary Cloud Server

•  Video chat with visitors and open locks remotely

•  Supports sharing device configuration pages via Hik-Connect App

Convergence

•  All-in-one management

•  Open Android Platform for third-party app integration 

•  Built-in Hik-Connect to manage all Hikvision products with visual interface

Easy to use

•  Friendly touchscreen and intuitive operation for better experience

Cloud-based intercom

•  Lower cost and more convenient

•  Lightweight design & easy to deploy/use

•  Mobile friendly & safe & conveniently

Video Intercom
 

   Access Control
Speed G

ate and Turnstile
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Intelligent  Security
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IP Series Video Intercom
Apartment Solution

Apartment

Standard PoE Switch

Standard PoE Switch

Standard PoE Switch

APP

DS-KD8003-IME1(B)
DS-KD-TD(E/M)
DS-KD-KP
DS-KD-ACW2
Modular Door Station

DS-KD8003-IME1(B)/S
DS-KD-TD(E/M)
DS-KD-KP/S
Modular Door Station

DS-KD9633-(WB)E6
DS-KDM9633-(F)KP
Face Recognition Door 
Station

DS-KH8350-(W)TE1
Indoor Station

UTP
RVV

IP Camera

Main Door Station
Powered by Standard PoE Switch

HikCentral Access Control Main Station

Extension Module

LANAPP

APP

Card reader Module
DS-KD-E/M

Indicator Module
DS-KD-IN

Nametag Module
DS-KD-KK

Blank Module
DS-KD-BK

Keypad Module
DS-KD-KP

Touch Display Module
DS-KD-TD(E/M)

Display Module
DS-KD-DIS



Standard PoE Switch

Router

Indoor station extension

Villa

DS-KH8350-(W)TE1
DS-KH6320-WTE1
Indoor Station

DS-KV61X3-(W)PE1(C) 
DS-KV8X13-WME1(C) 
Door Station

IP Series Video Intercom
Villa Solution

UTP
RVV

Main indoor station
Sub door station

Main door
station

Video Intercom
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IP Series Video Intercom
Cloud-based Intercom Solution

Supported models
•  DS-KD9403-E6
•  DS-KD9633-E6
•  DS-KD9633-WBE6

LAN Indoor Station

HikCentral Connect

Main Station

IP Door Station

Residents

Security Professionals

Property Managers

Mobile friendly & Safe & 
Conveniently 

Secure your entry points smartly with remote 
intercom management even without an indoor 
station.

Lower Cost & More 
Convenient

Lightweight Design & Easy 
to Deploy / Use 

Benefits

Optional
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IP Series Video Intercom
All-in-one Management

Product Specifications

•  7-inch TFT touch screen/ 10-inch IPS touch screen

•  4-core SoC for better performance

•  New user interface

Android System (Version 10)

•  Supports Android APP installation

•  Supports third-party software integration

Network camera system

•  Camera live viewing

•  Video record playback

Access control system

•  Unlocking doors remotely

•  Access records checking

All-in-one indoor station

Intrusion alarm system

•  Stay/away arming

•  Disarming

•  Clearing alarm

•  7s video verification

Video intercom system

•  Camera live viewing

•  Receiving intercom calls

•  Calling management center

Built-in Hik-Connect App

•  For all-in-one management of Hikvision’s devices 
on a tablet

Video Intercom
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IP Series Video Intercom
Easy UI 2.0

•  Quick setup with easy wizard 2.0

•  On-device configuration without PC
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Model DS-KH8520-WTE1 DS-KH6320-TE1 DS-KH6320-WTE1 DS-KH6320-TDE1 DS-KH6320-WTDE1

Image

Processor  High-Performance Embedded SOC Processor High-Performance Embedded SOC Processor High-Performance Embedded SOC Processor High-Performance Embedded SOC processor High-Performance Embedded SOC processor

Operation System  Embedded Linux Operation System Embedded Linux Operation System Embedded Linux Operation System Embedded Linux Operation System Embedded Linux Operation System

Display Screen  10.1-inch colorful TFT LCD 7-Inch Colorful TFT LCD 7-Inch Colorful TFT LCD 7-Inch Colorful TFT LCD 7-Inch Colorful TFT LCD

Display Resolution  1024 × 600 1024 × 600 1024 × 600 1024 × 600 1024 × 600

Operation Method  Capacitive Touch screen Capacitive Touch screen Capacitive Touch screen Capacitive Touch Screen Capacitive Touch Screen

Operation Interface New UI V2.0: User Friendly Design New UI V2.0: User Friendly Design New UI V2.0: User Friendly Design New UI V2.0: User friendly design New UI V2.0: User friendly design

Audio Input Built-in Omnidirectional Microphone Built-in Omnidirectional Microphone Built-in Omnidirectional Microphone Built-in Omnidirectional Microphone Built-in Omnidirectional Microphone

Audio Output Built-in Loudspeaker Built-in Loudspeaker Built-in Loudspeaker Built-in Loudspeaker Built-in Loudspeaker

Audio Compression Standard G.711 U G.711 U, G.711 A G.711 U, G.711 A G.711 U, G.711 A G.711 U, G.711 A

Audio Compression Rate 64 Kbps 64 Kbps 64 Kbps 64 Kbps 64 Kbps

Audio Quality Noise Suppression and Echo Cancellation Noise Suppression and Echo Cancellation Noise Suppression and Echo Cancellation Noise Suppression and Echo Cancellation Noise Suppression and Echo Cancellation

Ethernet  10/100 Mbps Self-adaptive Network 10/100 Mbps Self-adaptive Network 10/100 Mbps Self-adaptive Network 10/100 Mbps self-adaptive network 10/100 Mbps self-adaptive network

Network Protocol  TCP/IP, SIP, RTSP TCP/IP, SIP, RTSP TCP/IP, SIP, RTSP TCP/IP, SIP, RTSP TCP/IP, SIP, RTSP

Alarm Input 8-ch Alarm Inputs 8-ch Alarm Inputs 8-ch Alarm Inputs NA 2-ch alarm Inputs

Network Interface  1 RJ-45 10/100 Mbps Self-adaptive 1 RJ-45 10/100 Mbps Self-adaptive 1 RJ-45 10/100 Mbps Self-adaptive 1 RJ-45 10/100 Mbps self-adaptive 1 RJ-45 10/100 Mbps self-adaptive

RS-485  Supported - 1 - 1

I/O Output 2 - 2 - 2

TF Card (Micro SD Card) Max to 128 G, SD 2.0 or Lower Version Max to 128 G, SD 2.0 or Lower Version Max to 128 G, SD 2.0 or Lower Version Max to 128 G, SD 2.0 or lower version Max to 128 G, SD 2.0 or lower version

Power Supply 12 VDC, PoE (IEEE 802.3af) 12 VDC, PoE (IEEE 802.3af) 12 VDC, PoE( IEEE 802.3af) IEEE802.3af, Standard PoE,12 VDC IEEE802.3af, Standard PoE,12 VDC

Power Consumption  ≤ 6 W ≤ 6 W ≤ 6 W ≤ 6 W ≤ 6 W

Working Temperature -10 °C to 50 °C (14 °F to 122 °F) -10 °C to 50 °C (14 °F to 122 °F) -10 °C to 55°C (14°F to 131°F) -10 °C to 50 °C (14 °F to 122 °F) -10 °C to 50 °C (14 °F to 122 °F)

Working Humidity 10 % to 90 % 10 % to 90 % 10 % to 90 % 10 % to 90 % (no-condensing) 10 % to 90 % (no-condensing)

Dimensions (L × W × H) 254 mm × 166 mm × 22.55 mm 
(10.0" × 6.5" × 0.89")

200 mm × 140 mm × 15.1 mm 
(7.9" × 5.5" × 0.6")

200 mm × 140 mm × 15.1 mm 
(7.9" ×5.5" × 0.6")

200 mm × 140 mm × 23.6 mm  
(7.9" × 5.5" × 0.9")

200 mm × 140 mm × 23.6 mm  
(7.9" × 5.5" × 0.9")

Certification FCC, CE, C-TICK, ROHS, REACH, WEEE, UL, CB, 
RCM

CE, C-TICK, ROHS, REACH, WEEE, CB, RCM, FCC, 
UL

CE, C-TICK, ROHS, REACH, WEEE, CB, RCM, FCC, 
UL

CE, ROHS, REACH, WEEE, CB, RCM, FCC, UL, 
UKCA, IC

CE, ROHS, REACH, WEEE, CB, RCM, FCC, UL, 
UKCA, IC

4-Wire Interface - - - 2 2

Indoor Station Indoor Station

Video Intercom
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Video Intercom
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Model DS-KD9633-WBE6 DS-KD9633-E6 DS-KD9403-E6 DS-KD9203-FTE6 DS-KD9203-TE6

Image

Processor  Embedded processor Embedded processor Embedded processor Embedded processor Embedded processor

Operation System  Android 7.1 Android 7.1 Android 7.1 Embedded Linux Operation System Embedded Linux Operation System

Camera  Low illumination 2 x 2 MP HD colorful camera Low illumination 2 x 2 MP HD colorful camera Low illumination 2 x 2 MP HD colorful camera 2 × 2 MP HD camera 2 × 2 MP HD camera

Video Compression Standard H.264 H.264 H.264 H.264 H.264

Resolution  2 MP 2 MP 2 MP Main stream:1080 P@30 fps,720 P@30 fps
Sub stream: VGA@25 fps, VGA@30 fps

Main stream:1080 P@30 fps,720 P@30 fps
Sub stream: VGA@25 fps, VGA@30 fps

Video Frame Rate - - - PAL 25 FPS NTSC 30 FPS PAL 25 FPS NTSC 30 FPS

Display Screen  10.1-inch Touch screen Colorful IPS 10.1-inch Touch screen Colorful IPS 8-inch Touch screen Colorful IPS 4.3-Inch Colorful LCD 4.3-Inch Colorful LCD

Display Resolution 1280 × 800 1280 × 800 1280 × 800 800 x 480 800 x 480

Operation Method  Touch screen  Touch screen  Touch screen Display Screen, Touch Buttons Display Screen, Touch Buttons

Operation Interface  - - - - -

Audio Input Built-in Omnidirectional Microphone Built-in Omnidirectional Microphone Built-in Omnidirectional Microphone Built-in Omnidirectional Microphone Built-in Omnidirectional Microphone

Audio Output  Built-in Loudspeaker Built-in Loudspeaker Built-in Loudspeaker Built-in Loudspeaker Built-in Loudspeaker

Audio Compression Standard G.711 U,G.711 A G.711 U,G.711 A G.711 U,G.711 A G.711 U,G.711 A G.711 U,G.711 A

Audio Compression Rate 64 Kbps 64 Kbps 64 Kbps 64 Kbps 64 Kbps

Audio Quality  Noise Suppression and Echo Cancellation Noise Suppression and Echo Cancellation Noise Suppression and Echo Cancellation Noise Suppression and Echo Cancellation Noise Suppression and Echo Cancellation

User capacity 20000 20000 20000 20000 20000

Card capacity 100000 100000 100000 100000 100000

Face capacity 10000 10000 10000 20000 20000

Fingerprint capacity / / / 5000 -

Ethernet 10/100/1000 Mbps self-adaptive Ethernet 10/100/1000 Mbps self-adaptive Ethernet 10/100/1000 Mbps self-adaptive Ethernet 10/100/1000 Mbps Self-Adaptive Ethernet 10/100/1000 Mbps Self-Adaptive Ethernet

Network Protocol TCP/IP, RTSP TCP/IP, RTSP TCP/IP, RTSP TCP/IP, RSTP TCP/IP, RSTP

Alarm Input  4 (2 exit butttons and 2 door contacts by 
default)

4 (2 exit butttons and 2 door contacts by 
default)

4 (2 exit butttons and 2 door contacts by 
default) 4 4

Network Interface  2 RJ45 (1 reserved) 2 RJ45 (1 reserved) 2 RJ45 (1 reserved) 1 RJ-45 10/100/1000 Mbps Self-Adaptive 
Ethernet Interface

1 RJ-45 10/100/1000 Mbps Self-Adaptive 
Ethernet Interface

RS-485 2 (1 for Hikvision's card reader or elevator 
controller and 1 for DS-K2M060 by default)

2 (1 for Hikvision's card reader or elevator 
controller and 1 for DS-K2M060 by default)

2 (1 for Hikvision's card reader or elevator 
controller and 1 for DS-K2M060 by default) 2 2

Alarm Output 2 (reserved) 2 (reserved) 2 (reserved) - -

Wiegand - - - - -

USB 2 for internal use only 2 for internal use only 2 for internal use only - -

Material - - - - -

Power Supply  12 VDC, 2 A 12 VDC, 2 A 12 VDC, 2 A 12 VDC, 1.5A 12 VDC, 1.5A

Power Consumption ≤ 18 W ≤ 18 W ≤ 18 W ≤13 W ≤13 W

Working Temperature -30 °C to 60 °C (-22 °F to 140 °F) -30 °C to 60 °C (-22 °F to 140 °F) -30 °C to 60 °C (-22 °F to 140 °F) -30 °C to 60 °C (-22 °F to 140 °F) -30 ° C to 60 °C (-22 °F to 140 °F)

Working Humidity 10 % to 90 % 10 % to 90 % 10 % to 90 % 10 % to 90 % 10 % to 90 %

IP Protection Level IP65 & IK07 IP65 & IK07 IP65 IP65 IP65

Dimensions(L × W × H 271 mm × 159.2 mm × 26.5 mm
(10.7" × 6.3" ×1")

271 mm × 159.2 mm × 26.5 mm
(10.7" × 6.3" ×1")

244 mm × 145 mm × 26 mm
(9.6" × 5.7" × 1")

 373 mm × 124 mm × 43.7 mm
(14.69" × 4.88" × 1.72")

373 mm × 124 mm × 43.7 mm
(14.69" × 4.88" × 1.72")

Certification FCC, IC, CE, CB, RCM, UL, ROHS, REACH, WEEE, 
UKCA

FCC, IC, CE, CB, RCM, UL, ROHS, REACH, WEEE, 
UKCA

FCC, IC, CE, CB, RCM, UL, ROHS, REACH, WEEE, 
UKCA FCC, IC, CE, C-TICK, ROHS, REACH, WEEE FCC, IC, CE, C-TICK, ROHS, REACH, WEEE

Door StationDoor StationDoor Station

NEW

Door Station

HOT

Door Station

NEW
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Model DS-KDM9403-KP DS-KDM9403-FKP DS-KDM9633-KP DS-KDM9633-FKP

Image

Fingerprint capacity / 5000 / 5000

USB  1 USB type-A, only connect to KD9403  1 USB type-A, only connect to KD9403  1 USB type-C, only connect to KD9633 1 USB type-C, only connect to KD9633 

Button 15, keypad. 12, keypad. 15, keypad. 15, keypad.

Working Temperature -30 °C to 60 °C (-22 °F to 140 °F)  -30 °C to 60 °C (-22 °F to 140 °F)  -30 °C to 60 °C (-22 °F to 140 °F)  -30 °C to 60 °C (-22 °F to 140 °F)

Working Humidity 10 % to 90 % 10% to 90% 10 % to 90 % 10 % to 90 %

IP Protection Level  IP65  IP65 IP65 & IK07 IP65 & IK07

Dimensions(L × W × H) 76 mm x 145 mm x 28 mm (3" x 5.7" x 1.1") 76 mm x 145 mm x 28 mm (3" x 5.7" x 1.1") 74 mm x 159.2 mm x 29.2 mm (2.9" x 6.3" x 1.1") 74 mm x 159.2 mm x 29.2 mm (2.9" x 6.3" x 1.1")

Sub module Sub module Sub module Sub module

Video Intercom
 

   Access Control
Speed G
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Security Alarm
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Model DS-KD8003-IME1(B) DS-KD-TD(M/E) DS-KD-IN DS-KD-DIS

Image

Processor  Embedded MCU Processor Embedded MCU Processor Embedded MCU Processor Embedded MCU Processor

Operation System  Embedded Linux Operation System Embedded Linux Operation System - -

Camera  Low Illumination 2 MP HD IR Camera - - -

Video Compression Standard H.264 - - -

Resolution  Main Stream: 1920 × 1080 
Sub Stream: 720 × 480 Touch Screen: 4-inch, 480 × 480 - 3.5-inch Screen (320 x 480)

Operation Method Physical Button IPS touch screen with IK8 rating - Physical Button

Audio Input Built-in Omnidirectional Microphone - - -

Audio Output  Built-in Loudspeaker(More than 85 dB within 20 cm ) Buzzer - -

Audio Compression Standard G.711 U, G.711 A - - -

Audio Compression Rate 64 Kbps - - -

Audio Quality  Noise Suppression and Echo Cancellation - - -

Internal Card Reader - Built-in IC Card Reader - -

Light Supplement Mode IR Supplement - - -

Ethernet 10/100 Mbps Self-Adaptive Ethernet 10/100 Mbps Self-Adaptive Ethernet - -

Network Protocol TCP/IP, RTSP TCP/IP, RTSP - -

I/O Input  4 - - -

Power Supply 12 VDC/PoE ( IEEE 802.3 af) 12 VDC (Powered by the other module) 12 VDC, POE 12 VDC (Powered by the other module)

Power Consumption ≤ 5 W ≤ 4 W ≤ 2 W ≤ 2.5 W

Working Temperature -40 °C to 60 °C (-40 °F to 140 °F) -40 °C to 60 °C (-40 °F to 140 °F) -40° C to 55° C (-40° F to 131° F) -40°C to 60°C (-40°F to 140°F)

Working Humidity 10 % to 95 % 10 % to 95 % 10 % to 95 % 10 % to 95 %

IP Protection Level IP65 IP65, IK8 IP65 IP65

Dimensions(L × W × H) 98 mm × 99.8 mm × 43.9 mm (3.86" × 3.93" × 1.73") 100 mm × 100 mm × 35 mm (3.94" × 3.94" × 1.38") 98.5 mm × 100 mm × 33.7 mm (3.87" × 3.95" × 1.33") 98.5 mm × 100 mm × 34.2 mm (3.87" × 3.95" × 1.33")

Certification CE, C-TICK, ROHS, REACH, WEEE, CB, RCM, FCC, UL, IC CE, C-TICK, ROHS, REACH, WEEE, CB, RCM, FCC, UL, IC CE, C-TICK, ROHS, REACH, WEEE, CB, RCM CE, C-TICK, ROHS, REACH, WEEE, CB, RCM, FCC, UL, IC

Modular Door Station
-Display Module

Module Door Station-
Indicator Module

Module Door 
Station-Main Unit

Module Door Station-
Touch & Display Module

Modular Door Station 

HOT HOT
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Model DS-KD-INFO DS-KD-KK DS-KD-KP DS-KD-M/E DS-KD-BK DS-KD-AL8

Image

Processor  Embedded MCU Processor Embedded MCU Processor Embedded MCU Processor Embedded MCU Processor - Embedded MCU Processor

Operation Method - Physical Button
with 4 button covers included Physical Keypad - - -

Internal Card Reader - - - Built-in Card Reader - -

Power Supply 12 VDC (Powered by the other 
module)

12 VDC (Powered by the other 
module)

12 VDC (Powered by the other 
module)

12 VDC (Powered by the other 
module) - 12 VDC (Powered by the other 

module)

Power Consumption ≤ 1.5 W ≤ 2 W ≤ 1 W ≤ 0.8 W ≤ 6 W (full load power consumption 
of 20-module cascade)

Working Temperature -20 °C to 60 °C(-4 °F to 140 °F) -40° C to 55° C(-40° F to 131° F) -40° C to 55° C(-40° F to 131° F) -40° C to 55° C (-40° F to 131° F) - -30° C to 60° C (-22° F to 140° F)

Working Humidity 10 % to 95 % 10 % to 95 % 10 % to 95 % 10 % to 95 % - 10% to 90%

IP Protection Level IP65 IP65 IP65 IP65 - -

Dimensions(L × W × H) 98.42 mm × 94.4 mm × 33.8 mm 
(3.87" ×3.72" × 1.34")

98.2 mm × 100.2 mm × 33.7 mm 
(3.87" × 3.95" × 1.33")

98.5 mm × 100 mm × 33.7 mm 
(3.87" × 3.95" × 1.33")

98.5 mm × 100 mm × 33.7 mm 
(3.87" × 3.95" × 1.33") - 62.2 mm × 55 mm × 18 mm (2.45" × 

2.17" × 0.71")

Certification CE, C-TICK, ROHS, REACH, WEEE, CB, 
RCM

CE, C-TICK, ROHS, REACH, WEEE, CB, 
RCM, FCC, UL, IC

CE, C-TICK, ROHS, REACH, WEEE, CB, 
RCM, FCC, UL, IC

CE, C-TICK, ROHS, REACH, WEEE, CB, 
RCM, FCC, UL

CE, C-TICK, ROHS, REACH, WEEE, CB, 
RCM, FCC, UL, IC

Module Door Station
-Card Reader Module

Module Door Station
-Keypad Module

Module Door Station
-Nametag Module

Module Door Station
-Blank Module

Module Door Station-
Button Extending Module

Modular Door Station
-Info Module

HOT HOT HOT NEW Video Intercom
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Model DS-KD8003-IME1(B)/Flush DS-KD8003-IME1(B)/Surface DS-KD8003-IME1(B)/S DS-KD8003-IME1(B)/NS DS-KD-KK/S DS-KD-KP/S

Image

Processor  High performance enbedded SOC 
processor

High performance enbedded SOC 
processor

High performance enbedded SOC 
processor

High performance enbedded SOC 
processor Enbedded MUC processor Enbedded MUC processor

Operation System  Embedded Linux Operation System Embedded Linux Operation System Embedded Linux Operation System Embedded Linux Operation System - -

Camera  2 MP HD camera 2 MP HD camera 2 MP HD camera 2 MP HD camera

Video Compression 
Standard H.264 H.264 H.264 H.264 - -

Supplement light Low illumination, IR supplement 
lights

Low illumination, IR supplement 
lights

Low illumination, IR supplement 
lights

Low illumination, IR supplement 
lights - -

Resolution  Main Stream: 1920x1080 
Sub Stream: 720x480

Main Stream: 1920x1080 
Sub Stream: 720x480

Main Stream: 1920x1080 
Sub Stream: 720x480

Main Stream: 1920x1080 
Sub Stream: 720x480 - -

Operation Method - - - -
Physical Button 
6 call buttons, including 4 button 
covers

Physical Keypad

Audio Input  Built-in Omnidirectional Microphone Built-in Omnidirectional Microphone Built-in Omnidirectional Microphone Built-in Omnidirectional Microphone - -

Audio Output  Built-in Loudspeaker Built-in Loudspeaker Built-in Loudspeaker Built-in Loudspeaker - -

Audio Compression 
Standard G.711 U, G.711 A G.711 U, G.711 A G.711 U, G.711 A G.711 U, G.711 A

Audio Compression Rate 64 Kbps 64 Kbps 64 Kbps 64 Kbps - -

Audio Quality  Noise Suppression and Echo 
Cancellation

Noise Suppression and Echo 
Cancellation

Noise Suppression and Echo 
Cancellation

Noise Suppression and Echo 
Cancellation - -

User capacity 2000 2000 2000 2000 - -

Ethernet 10/100 Mbps self-adaptive Ethernet 10/100 Mbps self-adaptive Ethernet 10/100 Mbps self-adaptive Ethernet 10/100 Mbps self-adaptive Ethernet - -

Network Protocol TCP/IP, RSTP TCP/IP, RSTP TCP/IP, RSTP TCP/IP, RSTP - -

Alarm input 4 (2 exit butttons and 2 door 
contacts by default)

4 (2 exit butttons and 2 door 
contacts by default)

4 (2 exit butttons and 2 door 
contacts by default)

4 (2 exit butttons and 2 door 
contacts by default)

Lock control 2 2 2 2

Power Supply  12 VDC, PoE (IEEE 802.3 af) 12 VDC, PoE (IEEE 802.3 af) 12 VDC, PoE (IEEE 802.3 af) 12 VDC/PoE (IEEE 802.3af) 12 VDC (powered by the other 
module)

12 VDC (powered by the other 
module)

Power Consumption ≤ 5 W ≤ 5 W ≤ 5 W ≤5 W ≤0.8 W ≤1 W

Working Temperature -40 °C to 60 °C (-40 °F to 140 °F) -40 °C to 60 °C (-40 °F to 140 °F) -40 °C to 60 °C (-40 °F to 140 °F) -40 °C to 60 °C (-40 °F to 140 °F) -40 °C to 55 °C(-40 °F to 131 °F) -40 °C to 55 °C(-40 °F to 131 °F)

Working Humidity 10 % to 90 % 10 % to 90 % 10 % to 90 % 10 % to 90 % 10 % to 95 % 10 % to 95 %

IP Protection Level IP65 IP65 IP65 IP65 IP65, IK07 IP65, IK07

Dimensions(L × W × H) 98 mm × 100 mm × 42 mm 
(3.86" × 3.94" × 1.65")

98 mm × 100 mm × 42 mm 
(3.86" × 3.94" × 1.65")

98 mm × 100 mm × 42 mm 
(3.86" × 3.94" × 1.65")

98 mm × 100 mm × 42 mm 
(3.86" × 3.94" × 1.65")

 98.5 mm × 100 mm × 34.2 mm
(3.87" × 3.95" × 1.33")

98.2 mm × 100.2 mm × 33.7 mm
(3.87" × 3.95" × 1.33")

Certification CE, C-TICK, ROHS, REACH, WEEE, CB, 
RCM, FCC, UL, IC

CE, C-TICK, ROHS, REACH, WEEE, CB, 
RCM, FCC, UL, IC

CE, C-TICK, ROHS, REACH, WEEE, CB, 
RCM, FCC, UL, IC

CE, C-TICK, ROHS, REACH, WEEE, CB, 
RCM, FCC, UL, IC

CE, C-TICK, ROHS, REACH, WEEE, CB, 
RCM, FCC, UL, IC

CE, C-TICK, ROHS, REACH, WEEE, CB, 
RCM, FCC, UL, IC

Extension Module-
Keypad Module

Extension Module-
Nametag Module

Modular Door 
Station-Main Unit

Modular Door 
Station-Main Unit

Module Door 
Station-Main Unit

Module Door 
Station-Main Unit
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Model DS-KV9503-WBE1

Image

Processor High-Performance Embedded SOC Processor

Operation system Embedded Linux Operation System

Camera  2x2 MP HD camera

Video compression 
standard H.264

Resolution  Main Stream: 1920x1080 
Sub Stream: 1280x720

Video frame rate 25fps

Audio input  Built-in Omnidirectional Microphone

Audio output  Built-in Loudspeaker

Audio compression 
standard G.711 U, G.711 A

Audio compression 
rate 64 Kbps

Audio quality  Noise Suppression and Echo Cancellation

Internal card reader Built-in IC Card Reader

Door magnetic 
detection Detects Door Magnetic Status

Light supplement 
mode IR Supplement

Ethernet 10/100 Mbps Self-Adaptive Ethernet

Wi-Fi Supported

Network protocol TCP/IP, RTSP

Alarm input  Door Magnetic Alarm, Tampering Alarm

Network interface  1 RJ-45 10/100 Mbps Self-Adaptive Ethernet 
Interface

RS-485 1 RS-485 Half-Duplex Port

I/O input  4

I/O output 2

Power supply  IEEE802.3af, standard PoE 
12 VDC

Power consumption ≤ 6 W 

Working temperature -40° C to 60° C (-40° F to 140° F)

Working humidity 10% to 90%

IP protection level IP65, IK08

Dimensions(L × W × H) 181.93 mm × 84.78 mm × 25.63 mm

Certification FCC, IC, CE, ROHS, REACH, WEEE, C-TICK, UL, 
RCM, CB, ICASA, BIS, UKCA

Villa Door Station

Villa Door Station

Model DS-KB8113-IME1(B)

Image

Processor High-Performance Embedded SOC Processor

Operation System Embedded Linux Operation System

Camera  2 MP HD camera

Video Compression 
Standard H.264

Resolution  Main stream : 1920 × 1080, 720p 
Sub stream : 640 × 480

Video Frame Rate PAL: 25 fps, NTSC: 30 fps

Audio Input  Built-in Omnidirectional Microphone

Audio Output  Built-in Loudspeaker

Audio Compression 
Standard G.711 U, G.711 A

Audio Compression Rate 64 Kbps

Audio Quality Noise Suppression and Echo Cancellation

Internal Card Reader -

Door Magnetic Detection Detects Door Magnetic Status

Light Supplement Mode IR Supplement

Ethernet 10/100 Mbps Self-Adaptive Ethernet

Network Protocol TCP/IP, RTSP

Alarm Input  1

Network Interface -

RS-485 -

I/O Input 1

I/O Output 1

Material -

Power Supply IEEE802.3af, standard PoE  
12 VDC

Power Consumption <10 W

Working Temperature -30° C to 50° C (-22° F to 122° F)

Working Humidity 10% to 90%

IP/IK Protection Level IP65 / IK9

Dimensions (L×W×H) 161.85 mm×74.13mm×53.2mm (6.37" × 2.92" × 2.09")

Certification CE,ROHS,REACH,WEEE,FCC,IC,CB,RCM

Model  DS-KM9503

Image

Processor High-Performance Embedded SOC Processor

Operation System Android 7.1

Camera  2 MP HD camera

Video Compression 
Standard H.264

Resolution  1280 × 800

Video Frame Rate -

Display Screen  10.1-Inch IPS

Display Resolution 1024 × 600

Operation Method Capacitive Touch screen

Audio Output Built-in omnidirectional microphone, external speaker, external goose 
neck microphone, external earphone (3.5 mm)

Audio Output  Built-in loudspeaker, external speaker, external voice box or earphone 
(3.5 mm)

Audio Compression 
Standard G.711U, G.711A

Audio Compression Rate 64 Kbps

Audio Quality  Noise Suppression and Echo Cancellation

Ethernet 2 10/100/1000 Mbps Self-Adaptive Ethernet

Network Protocol TCP/IP, SIP, RTSP

Network Interface  2 RJ-45 10/100/1000 Mbps Self-Adaptive Ethernet Interface

RS-485 1

I/O Input  2

I/O Output -

USB 3

Material -

Power Supply  Standard PoE (LAN1) 
12 VDC

Power Consumption ≤ 12 W

Working Temperature -10 °C to 50 °C( 14 °F to 122 °F) 

Working Humidity 10 % to 90 %

Dimensions(L × W × H) 292 mm × 166 mm × 31 mm (11.5" × 6.5" × 1.2")

Certification CE, FCC, IC, CB, RCM, LOA, RoHS, Reach, WEEE

Vandal-resistant Door Station Main Station

Main StationVandal-Resistant Door Station

NEW NEW
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Model DS-KV6113-PE1(C) DS-KV6113-WPE1(C) DS-KV6103-PE1(C) DS-KV8113-WME1(C) DS-KV8213-WME1(C) DS-KV8413-WME1(C)

Image

Processor High-Performance Embedded SOC 
Processor

High-Performance Embedded SOC 
Processor

High-Performance Embedded SOC 
Processor

High-Performance Embedded SOC 
Processor

High-Performance Embedded SOC 
Processor

High-Performance Embedded SOC 
Processor

Operation system Embedded Linux Operation System Embedded Linux Operation System Embedded Linux Operation System Embedded Linux Operation System Embedded Linux Operation System Embedded Linux Operation System

Camera  2 MP HD camera 2 MP HD camera 2 MP HD camera 2 MP HD camera 2 MP HD camera 2 MP HD camera

Video compression 
standard H.264 H.264 H.264 H.264 H.264 H.264

Resolution  Main Stream: 1920 x 1080 
Sub Stream: 704 x 576

Main Stream: 1920 x 1080 
Sub Stream: 704 x 576

Main Stream: 1920 x 1080 
Sub Stream: 704 x 576

Main Stream: 1920 x 1080 
Sub stream : 640 x 480

Main Stream: 1920 x 1080 
Sub stream : 640 x 480

Main Stream: 1920 x 1080 
Sub stream : 640 × 480

Video frame rate 25 fps 25 fps 25 fps 25 fps 25 fps 25 fps

Audio input  Built-in Omnidirectional Microphone Built-in Omnidirectional Microphone Built-in Omnidirectional Microphone Built-in Omnidirectional Microphone Built-in Omnidirectional Microphone Built-in Omnidirectional Microphone

Audio output  Built-in Loudspeaker Built-in Loudspeaker Built-in Loudspeaker Built-in loudspeaker (more than 80 
dB within 30 cm)

Built-in loudspeaker (more than 80 
dB within 30 cm)

Built-in loudspeaker (more than 80 
dB within 30 cm)

Audio compression 
standard G.711 U G.711 U G.711 U G.711 U, G.711 A G.711 U, G.711 A G.711 U, G.711 A

Audio compression 
rate 64 Kbps 64 Kbps 64 Kbps 64 Kbps 64 Kbps 64 Kbps

Audio quality  Noise Suppression and Echo 
Cancellation

Noise Suppression and Echo 
Cancellation

Noise Suppression and Echo 
Cancellation

Noise Suppression and Echo 
Cancellation

Noise Suppression and Echo 
Cancellation

Noise Suppression and Echo 
Cancellation

Internal card reader Built-in IC Card Reader Built-in IC Card Reader - Built-in IC Card Reader Built-in IC Card Reader Built-in IC Card Reader

Door magnetic 
detection Detects Door Magnetic Status Detects Door Magnetic Status Detects Door Magnetic Status Detects Door Magnetic Status Detects Door Magnetic Status Detects Door Magnetic Status

Light supplement 
mode IR Supplement IR Supplement IR Supplement IR Supplement IR Supplement IR Supplement

Ethernet 10/100 Mbps Self-Adaptive Ethernet 10/100 Mbps Self-Adaptive Ethernet 10/100 Mbps Self-Adaptive Ethernet 10/100 Mbps Self-Adaptive Ethernet 10/100 Mbps Self-Adaptive Ethernet 10/100 Mbps Self-Adaptive Ethernet

Wi-Fi - Supported - Supported Supported Supported

Network protocol TCP/IP, RTSP TCP/IP, RTSP TCP/IP, RTSP TCP/IP, RTSP TCP/IP, RTSP TCP/IP, RTSP

Alarm input  Door Magnetic Alarm, Tampering 
Alarm

Door Magnetic Alarm, Tampering 
Alarm

Door Magnetic Alarm, Tampering 
Alarm

Door Magnetic Alarm, Tampering 
Alarm

Door Magnetic Alarm, Tampering 
Alarm

Door Magnetic Alarm, Tampering 
Alarm

Network interface  1 RJ-45 10/100 Mbps Self-Adaptive 
Ethernet Interface

1 RJ-45 10/100 Mbps Self-Adaptive 
Ethernet Interface

1 RJ-45 10/100 Mbps Self-Adaptive 
Ethernet Interface

1 RJ-45 10/100 Mbps Self-Adaptive 
Ethernet Interface

1 RJ-45 10/100 Mbps Self-Adaptive 
Ethernet Interface

1 RJ-45 10/100 Mbps Self-Adaptive 
Ethernet Interface

RS-485 1 RS-485 Half-Duplex Port 1 RS-485 Half-Duplex Port - 1 RS-485 Half-Duplex Port 1 RS-485 Half-Duplex Port 1 RS-485 Half-Duplex Port

I/O input  4 4 4 4 4 4

I/O output - - - 0 0 0

Power supply  IEEE802.3af, standard PoE 12 VDC IEEE802.3af, standard PoE 12 VDC IEEE802.3af, standard PoE 12 VDC IEEE802.3af, standard PoE 12 VDC IEEE802.3af, standard PoE 12 VDC IEEE802.3af, standard PoE 12 VDC

Power consumption < 10 W < 10 W < 10 W < 10 W < 10 W < 10 W

Working temperature -40 °C to 55 °C (-40 °F to 131 °F) -40 °C to 55 °C (-40 °F to 131 °F) -40° C to 53° C (-40° F to 127.4° F) -40° C to 53° C (-40° F to 127.4° F) -40° C to 53° C (-40° F to 127.4° F) -40° C to 53° C (-40° F to 127.4° F)

Working humidity 10 % to 95 % 10 % to 95 % 10 % to 95 % 10 % to 95 % 10 % to 95 % 10 % to 95 %

IP protection level IP65 IP65 IP65 IP65, IK08 IP65, IK08 IP65, IK08

Dimensions(L × W × H) 138 mm × 65 mm × 27 mm 138 mm × 65 mm × 27 mm 138 mm × 65 mm × 27 mm 174 mm × 91 mm × 29 mm 174 mm × 91 mm × 29 mm 174 mm × 91 mm × 29 mm

Certification FCC, IC, CE, C-TICK, ROHS, REACH, 
WEEE, UL, RCM, CB

FCC, IC, CE, C-TICK, ROHS, REACH, 
WEEE, UL, RCM, CB

FCC, IC, CE, C-TICK, ROHS, REACH, 
WEEE, UL, RCM, CB

FCC, IC, CE, C-TICK, ROHS, REACH, 
WEEE, UL, RCM, CB

FCC, IC, CE, C-TICK, ROHS, REACH, 
WEEE, UL, RCM, CB

FCC, IC, CE, C-TICK, ROHS, REACH, 
WEEE, UL, RCM, CB

Villa Door Station

Villa Door Station Villa Door Station Villa Door Station Villa Door Station Villa Door Station Villa Door Station

HOT HOT
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